
THE FUTURE IS CARBON





Music is an art form. From sound to silence; a simple, single instrument, to a full orchestra, 
music is capable of transforming, uplifting and emotionally stirring us like perhaps no other 
art form. Music is a global language; it transcends age, ethnicity, culture, class. Music has been 
central to our culture since the dawn of humankind, spanning our evolution. It is capable of 
joining us to our ancestors, describing human development, documenting our progress and 
reflecting perhaps most faithfully the human condition according to time. In every sense it 
is a collaborative document of humanity that can be transformed, sampled, improvised and 
referenced according to the generation of the time.
 
Our mission is to enable access to this art form; revealing every detail, nuance and timbre of 
the recorded artist through the world’s ultimate, reference audio products. Through an iterative 
process of design, underpinned by highly ambitious research and development programs, 
Wilson Benesch puts you closer to the artist than ever before.

The flagship series of the Wilson Benesch product range showcases the pinnacle of the company’s 
extensive research and development in carbon fibre composites, advanced materials science 
and drive unit design. Deriving its name from the forms used to generate each component’s 
architecture, each speaker in the range is presented to the highest qualities of fit and finish. 
Designed, machined and assembled in-house at Wilson Benesch, each speaker excels in 
dynamic, honest and clear sound reproduction.

THE FUTURE IS CARBON



Fitted with very latest Geometry Series drive technology, the Vertex is a compact 2-way design, 
featuring the revolutionary Semisphere Silk-Carbon Hybrid Dome Tweeter and a single Tactic 
II drive unit.

Designed and manufactured using State-of-the-Art 3D CAD/CAM software and tooling, the 
Geometry Series surpasses in every respect Wilson Benesch’s old reference line the Odyssey 
Range. The Vertex’s precision machined aluminium baffle, created in house from a solid billet 
of aluminium, provides an un-yielding reference point for the advanced drive technology that 
forms its driver compliment. Underside, two aluminium port tubes and a geometric, y-frame 
stand mount make testament to the highly engineered construction of the Vertex. To the rear 
of the cabinet, the A.C.T. Carbon Monocoque completes the Vertex.  

Sharing common drive technology and construction technology used across the line, the Vertex 
shares a family sound with the flagship Cardinal loudspeaker. As the entry point into the 
company’s reference line, the Vertex is a compact high-technology stand mount loudspeaker 
that represents incredible value for money.

In rooms less that 20-square meters… the Vertex is solo in her element… the latest 
high-tech products from Sheffield set the standard for purity and fineness of music 
playback.” 
- MICHAEL VRZAL, IMAGE HIFI, 2012

“

Pictured Finish: TITANIUM

UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
1 x 170mm (7”) Wilson Benesch Tactic II Drive Unit

Crossover Topology
2nd-Order Tweeter Crossover
Mid / Bass Drive Directly Amplifier Coupled
Crossover Frequencies: 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Double Reflex Port Tuning
Alloy Baffle with machined bevel finishing

Measurements
2-way
Nominal Impedance: 6 Ohms Nominal / 4 Ohms Minimal
Sensitivity: 89dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 44Hz - 30KHz +/- 3dB

Dimensions
Height: 310mm (12.2”) Cabinet // 1100mm (43.3”) inc. stand
Width: 230mm (9.1”)
Depth: 370mm (14.6”)
Weight: 12kg (26.5 lbs) // 23kg (50.7 lbs)

‘BEST IN SHOW’ 2018

GUANGZHOU AV FAIR COMMITTEE - CHINA

STANDMOUNT LOUDSPEAKER



UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
1 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Unit
1 x 170mm (7”) Wilson Benesch Tactic II Bass Drive Unit

Crossover Topology
2nd-Order High Pass Tweeter Filter
Midrange Drive Directly Amplifier Coupled
1st-Order Bass Crossover
Crossover Frequencies: 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Double Chamber Differential Tuning
Alloy Baffle with machined bevel finishing

Measurements
2.5-way
Nominal Impedance: 6 Ohms Nominal / 4 Ohms Minimal
Sensitivity: 89dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 35Hz - 30KHz +/- 3dB

Dimensions
Height: 890mm (35”)
Width: 230mm (9.1”)
Depth: 370mm (14.6”)
Weight: 31kg (68.3 lbs)

Despite a compact form factor, the Vector creates a sonic presentation of formidable scale, 
poise and composure.

A 2.5-way design, the Vector features the Semisphere Silk-Carbon Hybrid Dome Tweeter, along 
with a dedicated midrange Tactic II Drive Unit and a bass Tactic II Drive Unit. The two drive 
units together deliver deep bass and a highly articulate midrange, that integrates perfectly 
with the Semisphere giving a sound that is rich and layered with all the nuances and timbre 
of the musical performance.

As with the Vertex, the Vector has been designed using State-of-the-Art 3D CAD/CAM software 
and tooling. A full length aluminium baffle is fitted to the floorstanding Vector, machined 
from a solid billet of aluminium it provides an unyeilding structural element to which the  
drive units are secured.  To the rear of the speaker, the beautiful curved form of the carbon 
fibre A.C.T. Carbon Monocoque creates a refined, but luxurious floorstanding loudspeaker in 
a compact form.

I’m struck by the realisation that these speakers, even at low volume settings, have 
the ability to convey the musical intent, the very substance of a musical track in a 
manner that I am unaccustomed to. It’s simply operating at a higher level than I am 
used to hearing” 
- MARK GUSEW, STEREONET, 2015

“

Pictured Finish: REGAL SILVER

DIAPASON D’OR 

PALMARES HI-FI 2012

DIAPASON MAGAZINE - FRANCE

FLOORSTANDING LOUDSPEAKER



UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
1 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Unit
2 x 170mm (7”) Wilson Benesch Tactic II Isobaric Bass Drive Units (Clamshell)

Crossover Topology
1st-Order Midrange Crossover
1st-Order Isobaric Bass Roll-off
2nd-Order High Pass Tweeter Filter
Crossover Frequencies: 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Double Chamber, Differential Reflex Port Tuning for Midrange & Isobaric
Alloy Baffle with machined bevel finishing

Measurements
2.5-way
Nominal Impedance: 6 Ohms Nominal / 4 Ohms Minimal
Sensitivity: 89dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 38Hz - 30KHz +/- 2dB

Dimensions
Height: 1105mm (43.5”)
Width: 230mm (9.1”)
Depth: 370mm (14.6”)
Weight: 30kg (66.1 lbs)

A design now inextricably linked to the Wilson Benesch brand, the original Discovery became 
a classic loudspeaker in the range with a legion of dedicated followers the world over. In 2016, 
Wilson Benesch breathed new life into this multi award-winning classic, announcing its return 
in the Geometry Series.

A 2.5-way monitor loudspeaker, the principle drive unit topology at the heart of the Discovery 
II remains a unique approach to monitor loudspeaker design. It places the company’s 
Isobaric Drive System, which is mounted in a clamshell formation directly on the underside 
of the loudspeaker, in close proximity to the Semisphere Tweeter and the dedicated Tactic II 
midrange drive unit. This compact, highly optimised topology delivers a thoroughly captivating 
soundstage with a rich timbre, yet dynamic and punchy in its bass character. Whilst retaining 
an incredible sense of perfect integration across the frequency band.

Aesthetically, the Discovery II retains its proportions. However the classic, high-technology 
appearance of loudspeaker has evolved into the modern era. Featuring a new machine 
finished alloy baffle, that terminates at its top and bottom extent into precision engineered 
CNC-machined alloy plates. 

... the Discovery II makes me forget so effortlessly that I’m listening to two speakers... 
the Discovery II is yet again a milestone”  
- WILFRIED KRESS, HIFI & RECORDS, 2017

“

Pictured Finish: BLACK SATIN STANDS WITH ETTORE BLUE P1 CARBON

STANDMOUNT LOUDSPEAKER



UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
2 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Units
1 x 170mm (7”) Wilson Benesch Tactic II Bass Drive Unit 

Crossover Topology
Midrange Directly Amplifier Coupled
1st-Order Bass Roll Off
2nd-Order High Pass Tweeter Filter
Crossover Frequencies: 180Hz / 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Reflex Port Tuning Midrange Enclosure, Lower Midrange Enclosure & Bass Enclosure
Alloy Baffle with machined bevel finishing

Measurements
2.5-way
Nominal Impedance: 6 Ohms Nominal / 4 Ohms Minimal
Sensitivity: 89dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 34Hz - 30KHz +/- 3dB

Dimensions
Height: 1190mm (46.8”)
Width: 230mm (9.1”)
Depth: 400mm (15.7”)
Weight: 50kg (110 lbs)

A.C.T. - ‘Advanced Composite Technology’ - a reference to the carbon fibre composite technologies 
upon which the Wilson Benesch brand was founded and subsequently has become synonymous 
with. The A.C.T. acronym was first used in 1991 for the companies first loudspeaker, A.C.T. One. 
Then subsequently in the A.C.T. Two, A.C.T. and A.C.T. C60 loudspeakers.

A.C.T. One Evolution therefore follows a long line of speakers, embodying the heritage of 
the Wilson Benesch brand and a now classic A.C.T. design. Similar physical proportions have 
been retained, however the A.C.T. One Evolution has departed entirely from the traditional 
drive unit topology used in the previous iterations of the design. The new A.C.T. One Evolution 
incorporates the Troika System which has been taken directly from the flagship Cardinal 
loudspeaker.

This revolutionary new drive unit topology, combined with the latest State-of-the-Art Wilson 
Benesch drive technology sets the design apart from the A.C.T. designs which precede it. When 
distilled, the constituent parts of the A.C.T. One Evolution are a bold a statement of the expert 
engineering, manufacturing and craftsmanship that pertains at Wilson Benesch. Taken as a 
whole, the A.C.T. One Evolution — with its characteristic foot design, drive technology and alloy 
baffle — is a pure Geometry Series thoroughbred.

As with a real stage diva, you like it, because it can do things, of which others only 
dream! The A.C.T. One Evolution is the best sound I have achieved in my listening 
room”  
- ANDREAS WENDEROTH, IMAGE HIFI, 2017

“

Pictured Finish: TITANIUM

FLOORSTANDING LOUDSPEAKER



Pictured Finish: GRAPHITE WITH BURR WALNUT GLOSS



Since its foundation, Wilson Benesch has invested heavily in ambitious research and 
development projects in the fields of materials science and manufacturing. The Endeavour 
exploits more than two-decades of work, to incorporate a multitude of cutting edge Wilson 
Benesch technologies. 

From the very latest new technology, the Carbon-Nanotech Enclosure, to the Isobaric Drive 
System, the A.C.T. Monocoque and a number of highly engineered, geometrically optimised 
carbon fibre and alloy components, the Endeavour is a masterpiece of engineering. 

The Endeavour is capable of delivering wide bandwidth sound from 36Hz to 30kHz. A 
dedicated Tactic II midrange drive unit sits inside the Carbon-Nanotech Enclosure, with a 
clamshell formation Tactic II Isobaric System taking care of the lightning-fast bass to create a 
perfectly integrated low-mid range response. At the centre, the Semisphere Silk-Carbon Hybrid 
dome Tweeter delivers a perfectly tonally balanced, natural sounding and integrated high 
frequency band.

Through expert design and craftsmanship, advanced materials technology has been combined 
with geometry in every component to created a stand mount loudspeaker design with no 
compromise. The Endeavour faithfully reproduces the musical ensemble, as though the 

UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
1 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Unit
2 x 170mm (7”) Wilson Benesch Tactic II Isobaric Bass Drive Units (Clamshell)

Crossover Topology
1st-Order Midrange
1st-Order Isobaric Bass Roll Off
2nd-Order High Pass Tweeter Filter
Crossover Frequencies: 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Carbon-Nanotech Midrange Enclosure with Carbon Fibre Port
Double Reflex Carbon Fibre Port Tuned Isobaric Drive System
4kg Precision Machined Isobaric Drive System Bass Board

Measurements
2.5-way
Nominal Impedance: 6 Ohms Nominal / 4 Ohms Minimal
Sensitivity: 89dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 36Hz - 30KHz +/- 3dB

Dimensions
Height: 1475mm (58”)
Width: 245mm (9.6”)
Depth: 435mm (17.1”)
Weight: 70kg (154 lbs)

The Endeavour turns accepted notions of the established audio swings and roundabouts 
on their head, surprising and delighting in equal measure. But most of all it succeeds 
in achieving that quality shared by all really great loudspeakers – the ability to put 
the music first.” 
- ROY GREGORY, THE AUDIOBEAT, 2015

“

Pictured Finish: GRAPHITE WITH BURR WALNUT GLOSS

OUTSTANDING ‘ELITE’ 

PERFORMANCE 2014

SUPER AV AWARDS - CHINA

BEST PERFORMANCE 

OF THE YEAR 2016

AUDIO ARTS MAGAZINE - TAIWAN

STANDMOUNT LOUDSPEAKER



Pictured Finish: PREMIUM BLACK WITH BURR WALNUT GLOSS



Pictured Finish: PREMIUM BLACK WITH BURR WALNUT GLOSS

UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
1 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Unit
1 x 170mm (7”) Wilson Benesch Tactic II Sub-Bass Drive Unit
4 x 170mm (7”) Wilson Benesch Tactic II Isobaric Drive Units (Clamshell)

Crossover Topology
Midrange 1st-Order 5kHz Low Pass & Acoustically Tuned 500Hz Roll off
Sub-Bass 1st-Order 300Hz Low Pass Filter
Isobaric Drive System 1st-Order 500Hz Low Pass Filter
2nd-Order High Pass 5kHz Tweeter Filter
Crossover Frequencies: 300Hz / 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Midrange Infinite Baffle Sealed Enclosure
Sub-Bass Infinite Baffle Sealed Enclosure
Isobaric Drive System Reflex Port Tuning

Measurements
2-way electric, 4-way acoustic
Nominal Impedance: 6 Ohms Nominal / 3 Ohms Minimal
Sensitivity: 90dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 30Hz - 30KHz +/- 3dB

Dimensions
Height: 1590mm (62.6”)
Width: 520mm (20.5”)
Depth: 547mm (21.5”)
Weight: 95kg (209.5 lbs)

Resolution exists within the rarefied environment at the upper echelons of high-end audio, 
where in order to push the boundaries of performance to a new level every single element 
in the design and execution of a product must be optimised. The Resolution is another bold 
statement that underlines the design philosophy at Wilson Benesch.

Equipped with the latest Wilson Benesch drive technologies, that have been designed, developed 
and manufactured in-house and coupled with the most technologically advanced loudspeaker 
cabinet construction available today. For those looking for a high-end loudspeaker capable of 
delivering all the raw emotion and articulation of a musical peice, look no further than the 
Resolution. 

Capable of producing a wide bandwidth frequency response from 30Hz to 30kHz, whilst 
remaining transparent and integrated across the band, the Resolution suspends belief, 
allowing the listener to disappear within a wide-open soundscape.

The Wilson Benesch Resolution is a superb loudspeaker… it delivers a level of musical 
coherence and insight, a balance of the convincing and the communicative, that puts it 
at the forefront of current loudspeaker performance.” 
- ROY GREGORY, THE AUDIOBEAT, 2018

“

I’m not sure whether it’s the carbon fibre enclosure or the rarely-seen Isobaric woofer 
arrangement, but something is responsible for making the Wilson Benesch Resolution 
one phenomenal loudspeaker.” 
- ALAN TAFFEL, THE ABSOLUTE SOUND, 2018

“

ALFIE ‘BEST IN SHOW’ AWARD 2017

LOS ANGELES AUDIO SOCIETY - USA
GOLDEN EAR AWARD 2018

THE ABSOLUTE SOUND - USA

FLOORSTANDING LOUDSPEAKER



Pictured Finish: PREMIUM BLACK WITH WHITE GLOSS



UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
2 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Units
4 x 170mm (7”) Wilson Benesch Tactic II Isobaric Bass Drive Units (Line-Astern)
2 x 170mm (7”) Wilson Benesch Tactic II Passive ABR Drive Units

Crossover Topology
Lower Mid / Upper Mid Drive Units Directly Amplifier Coupled
2nd-Order High Pass Tweeter Filter
Crossover Frequencies: 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Lower Midrange Infinite Baffle Sealed Enclosure
Upper Midrange ABR Sealed Enclosure
Isobaric Drive System Chamber ABR Sealed Enclosure
Isobaric Drive System Housed in 4kg Machined Alloy Sub Baffle

Measurements
2-way Electric, 4-way Acoustic
Nominal Impedance: 6 Ohms Nominal / 3 Ohms Minimal
Sensitivity: 90dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 25Hz - 30KHz +/- 2dB

Dimensions
Height: 1735mm (68.3”)
Width: 620mm (24.4”)
Depth: 640mm (25.2”)
Weight: 140kg (308 lbs)

Equipped with a total of eighteen Wilson Benesch drive units per pair, the Cardinal is capable 
of delivering wide bandwidth sound from 25Hz to 30kHz.

During the development of the Cardinal extensive R&D resulted in the Troika System; a new 
drive unit topology - that places the Semisphere Tweeter at the heart of the upper and lower 
Tactic II midrange drive units. The Troika not only places three highly integrated Wilson 
Benesch drive units in close proximity, but it also directly interrelates with the cabinet and 
drive unit architecture to create mechanical filtering. The result is a highly optimised crossover, 
with all electrical components reduced or removed entirely to preserve the perfect signal from 
the amplifier. 

Two Isobaric Drive Systems deliver powerful, highly dynamic bass through a total of four 
Tactic II Drive Units. In the Cardinal, the deployment of the Isobaric Drive System is no less 
unique. Unlike any other Wilson Benesch loudspeaker, Cardinal sees the Isobaric Drive Units 
configured in a lined-astern formation. Such is the power of the system, Wilson Benesch use 
a 4kg machined alloy sub-baffle to house the Isobaric Drive System - an unyielding platform 
from which the Cardinal delivers its lightning-fast, highly-dynamic and powerful low frequency.

Of all the great and grand speakers, on this earth, the Wilson Benesch is 
possibly the most beautiful. The awe-inspiring price here comes with awe-
inspiring performance and a sensational dynamics, and not just an awe-
inspiring look” 
- CAI BROCKMAN, FIDELITY AV, 2014

“

OUTSTANDING ‘PRESTIGE’ 

PERFORMANCE 2013

SUPER AV AWARDS - CHINA

FLOORSTANDING LOUDSPEAKER



Pictured Finish: GRAPHITE WITH ETTORE BLUE P1 CARBON



Pictured Finish: GRAPHITE WITH ETTORE BLUE P1 CARBON

SPECIFICATIONS
Drive Technologies Crossover Topology
1x 25mm (1”) WB Fibonacci Hybrid Tweeter
2x 170mm (7”) WB Tactic 3.0 Bass High
1x 170 (7”) WB Tactic 3.0 Midrange
2x 170 (7”) WB Tactic 3.0 Bass Low
4x 170 (7”) WB Isobaric Drive System Bass Low

Lower Mid / Upper Mid Drive Units Directly Amplifier Coupled
2nd-Order High Pass Tweeter Filter
Crossover Frequencies: 500Hz / 5KHz

Cabinet Technologies Measurements
Poly-Alloy Hybrid Construction
High Bass: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Sealed Enclosure)
Midrange: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Sealed Enclosure)
Low Bass: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Sealed Enclosure)
Isobaric Drive System: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Ported Enclosure)

Sensitivity: 89dB
Impedance: 4.5 Ohms Nominal
Frequency Response: 24Hz – 30KHz +/- 2dB
Recommended Power: Minimum 100 Watts

Dimensions
Height: 199cm (78“)
Width: 28cm (11”)
Depth: 68cm (27”)
Weight per Channel: 145kg (320 lbs)

Since 1989 Wilson Benesch has been the pioneer in the development of advanced carbon 
composite loudspeaker enclosures. The A.C.T. Monocoque enclosure offers the lowest signal-to-
noise ratio in the industry, setting the benchmark in performance for others to aspire to. Never 
the less, the launch of the Cardinal loudspeaker in 2013 represented a bold design statement, 
defining an ambitious line of products that would become our award-winning reference line 
Geometry Series. Since then, we have continued to develop the technology in the Geometry 
Series to achieve new levels of performance. The new Eminence loudspeaker builds upon the 
legacy of the Cardinal and takes key technologies a step further. Eminence introduces the 
Tactic 3.0 midrange and bass driver design and the incredible Fibonacci Silk-Carbon Hybrid 
Tweeter and a new decoupled tweeter realising the pinnacle of Wilson Benesch loudspeaker 
design and engineering.

Despite its outwardly familiar appearance, Eminence actually contains three significant 
technological advances, marking the introduction of the Tactic 3.0 drivers, an entirely 
new carbon sandwich for the cabinet and a complete revision to the company’s 
Semisphere tweeter, in turn promising improvements in system integration, linearity 
and clarity, especially important given Wilson Benesch’s reliance on mechanical roll-
offs between cone drivers and a minimal crossover for the tweeter... this is by far the 
best speaker I’ve ever heard from Wilson Benesch.” 
- ROY GREGORY, THE AUDIOBEAT, MUNICH HIGH END REPORT, 2018

“

FLOORSTANDING LOUDSPEAKER



UNIT SPECIFICATIONS
Drive Technologies
1 x 457mm (18”) Carbon Fibre Diaphragm Dual Coil Push Pull Motor Design

Cabinet Technologies

Precision Machined MDF Cabinet with Steel Bracing
Sealed Enclosure
Super Low Compliance Suspension
16kg Steel Core

Measurements
Impedance: 8 Ohms per coil (can be wired in series or in parallel)
Sensitivity: 100dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 10Hz - 150Hz -6dB @ 18Hz
1000W Peak Program
200w Discrete Bipolar DC Coupled Amplifier

Dimensions
Height: 330mm (12.9”)
Diameter: 457mm (18”)
Weight: 32kg (70.5 lbs)
Amplifier Height: 90mm (3.54”)
Amplifier Width: 430mm (16.9)
Amplifier Depth: 300mm (11.8”)
Amplifier Weight: 10kg (22 lbs)

Finishes

Piano Black Gloss Cabinet
High Gloss Carbon Fibre Diaphragm
Polished Chrome Anodised Exterior Pole Component

The Torus places an 18” light-weight, super-stiff, multi-axial Carbon Fibre cone at the end 
of a phenomenally powerful push-pull motor. Unlike a common subwoofer that relies upon 
a high hysteresis suspension to reset the cone to zero, the cone position in the Torus is 
dictated at all times by electromagnetism. The result is low frequency sound with absolute 
precision and integration across the frequency range.

At the heart of the Torus is the core, a formidable 16kg precision machined steel column, 
with the two large rare earth magnets of the push-pull motor either side. The core is the 
reference point for every other component in the design, acting both to focus structural 
borne resonance directly to earth with zero reference to the outer enclosure and also a 
high capacity heat sink.

In the Torus, where huge amounts of low frequency energy are generated, thermal 
efficiency is a critical concern. In addition to the steel core, Wilson Benesch developed a 
Boron Nitride coil in collaboration with Oxford University. Boron Nitride offers the high 
electrical conductivity required by any coil design, but its thermal conductivity supersedes 
that of copper by several orders of magnitude.

The elegant and minimal toroidal shape of the Torus is a testament to the use of purist 
geometry in every component. Whether it be often earth shattering low frequencies in a 
home cinema, or the attack and dynamics of a drum solo, the Torus never misses a beat or 
fails to deliver the physical impact that we know and love of low frequency sound.

Pictured Finish: PIANO BLACK GLOSS

PRODUCT OF THE YEAR 2006

THE ABSOLUTE SOUND - USA

PLATZ HIGHLIGHTS 2007

STEREOPLAY - GERMANY

PRODUCT OF THE YEAR 2008

HIFI+ MAGAZINE - U.K.

INFRASONIC GENERATOR & AMPLIFIER



UNIT SPECIFICATIONS
Drive Technologies
1 x 457mm (18”) Carbon Fibre Diaphragm Dual Coil Push Pull Motor Design

Cabinet Technologies

Precision Machined MDF Cabinet with Steel Bracing
Sealed Enclosure
Super Low Compliance Suspension
16kg Steel Core

Measurements
Impedance: 8 Ohms per coil (can be wired in series or in parallel)
Sensitivity: 100dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 10Hz - 150Hz -6dB @ 18Hz
1000W Peak Program
200w Discrete Bipolar DC Coupled Amplifier

Dimensions
Height: 330mm (12.9”)
Diameter: 457mm (18”)
Weight: 32kg (70.5 lbs)
Amplifier Height: 90mm (3.54”)
Amplifier Width: 430mm (16.9)
Amplifier Depth: 300mm (11.8”)
Amplifier Weight: 10kg (22 lbs)

Finishes

Piano Black Gloss Cabinet
High Gloss Carbon Fibre Diaphragm
Polished Chrome Anodised Exterior Pole Component

UNIT SPECIFICATIONS
Drive Technologies
1 x 25mm (1”) Wilson Benesch Semisphere Tweeter
1 x 170mm (7”) Wilson Benesch Tactic II Midrange Drive Unit
1 x 170mm (7”) Wilson Benesch Tactic II Bass Drive Unit

Crossover Topology
2nd-Order High Pass Tweeter Filter
Midrange Drive Directly Amplifier Coupled
1st-Order Bass Crossover
Crossover Frequencies: 500Hz / 5KHz

Cabinet Technologies
Poly-alloy hybrid construction
A.C.T. Carbon Fibre Composite Monocoque
Midrange Ported Enclosure
Bass Ported Enclosure

Measurements
2.5-way
Nominal Impedance: 6 Ohms Nominal / 4 Ohms Minimal
Sensitivity: 89dB @ 1-Meter on axis, 2.83V Input
Frequency Response: 40Hz - 30KHz +/- 2dB

Dimensions
Height: 250mm (9.8”) / 850mm (33.5”) with stand
Width: 610mm (24”)
Depth: 310mm (12.2”)
Weight: 21kg (46.3 lbs) / 33kg

Built to match the style and performance of the Geometry Series speakers; the Fulcrum 650 offers 
the Home Cinema Enthusiast the power and accuracy of the new Geometry Drive Technologies. 
Beautifully crafted and hand built in Britain, the Fulcrum seamlessly blends into the electric 
sound-stage, presenting clear dialogue and a powerful soundtrack immersing the you in the 
movie experience like never before. 

Housing two Tactic-II Drive Units, flanked by a single Semisphere Tweeter, the power of the small 
cabinet is phenomenal. When one considers that typically 80% of the energy being delivered in 
any Cinema system is the work of the Centre channel, then it goes without saying that the strength 
of any system is only as strong as the performance of its centre.

The structural engineering in the Fulcrum is taken directly from the Geometry philosophy. The 
huge volume of air afforded by the A.C.T. Monocoque, Carbon Fibre shell structure ensures that 
each Tactic-II drive unit will deliver on its promise while achieving the lowest possible level of 
noise. Sound propagation will remain stealthy and virtually diffraction free. Immersed in real 
sound, the listener can lose themselves in the Soundtrack of the cinema like never before.

Pictured Finish: PIANO BLACK GLOSS Pictured Finish: TITANIUM CHEEKS & STANDS

CENTRE CHANNEL LOUDSPEAKER



Wilson Benesch offer a range of bespoke luxurious finishes to complete your loudspeaker with a personal touch. Our range 
of finishes are applied by expert craftsmen in England. With a range of polymer and exotic hardwood finishes available a 
unique finish is never far away. 

Pictured Finish: GRAPHITE STANDS WITH BURR WALNUT CHEEKS



WILSON BENESCH FINISHES

BLACK SATIN TITANIUM

STANDARD FINISHES

BURR WALNUT GLOSS RED TULIP GLOSSBIRDS EYE MAPLE GLOSS

GRAPHITE* PREMIUM BLACK*

P1 COLOURED CARBON FIBRE

ENZO RED P1 ETTORE BLUE P1 SILVERSTONE SILVER P1

* GRAPHITE & PREMIUM BLACK AVAILABLE ONLY ON ENDEAVOUR, RESOLUTION, CARDINAL & EMINENCEPictured Finish: GRAPHITE STANDS WITH BURR WALNUT CHEEKS

PREMIUM FINISHES

PIANO BLACK GLOSSWHITE GLOSS

WALNUT GLOSS



Wilson Benesch   |   Sheffield   |   United Kingdom   |   www.wilson-benesch.com   |   T +44 (0)114 2852656

THE FUTURE IS CARBON


