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EMINENCE
Since 1989 Wilson Benesch has been the pioneer in the development of advanced carbon 
composite loudspeaker enclosures. The A.C.T. Monocoque enclosure o� ers the lowest signal-
to-noise ratio in the industry, setting the benchmark in performance for others to aspire to. 
Never the less, the launch of the Cardinal loudspeaker in 2013 represented a bold design 
statement, defi ning an ambitious line of products that would become our award-winning 
reference line Geometry Series. Since then, we have continued to develop the technology in 
the Geometry Series to achieve new levels of performance. The new Eminence loudspeaker 
builds upon the legacy of the Cardinal and takes key technologies a step further. Eminence 
introduces the Tactic 3.0 midrange and bass driver design and the incredible Fibonacci Silk-
Carbon Hybrid Tweeter and a new decoupled tweeter realising the pinnacle of Wilson Benesch 
loudspeaker design and engineering.

Fibonacci Tweeter
The latest iteration of Wilson Benesch tweeter technology builds upon the revolutionary 
Semisphere tweeter design pushing it into the next generation. The exquisite Fibonacci 
tweeter faceplate is formed from a carbon fi bre composite structure, creating a geometrically 
optimised waveguide, tailored exactly to the unique output of the Silk-Carbon Hybrid tweeter. 
This faceplate and the motor is in turn decoupled from the rest of the tweeter chassis, achieving 
not only ruler fl at frequency response and ultrawide dispersion characteristics but also optimal 
frequency and timing integration with the Tactic 3.0 midrange drive unit.

Tactic 3.0 Drive Unit
A new generation of drive unit that adheres to a steadfast design philosophy, the Tactic 
3.0 drive unit retains the isotactic polypropylene cone which o� ers the optimal balance of 
sti� ness and damping. This unique blend of material properties allows Wilson Benesch to 
maintain the crossover free, directly amplifi er coupled design for the midrange drive unit that 
has been seen in our reference loudspeaker designs to date. The direct link maintains zero-
phase distortion. It is the harmonious relationship between these two elements that opens 
the heart of the music, providing the listener with a realistic, immediate, highly articulate, yet 
natural character of the sound.

A.C.T. 3ZERO Monocoque Enclosure
The Eminence loudspeaker enclosure is the most advanced Wilson Benesch enclosure ever 
built, taking the industry standard in terms of specifi c sti� ness and damping into the next 
generation. A proprietary new core material developed directly from the current R&D projects 
in progress using FEA, increases the sti� ness to damping ratio of the A.C.T. 3ZERO Monocoque 
by 30%. 

Bespoke British High-End Engineering
Eminence stands boldly apart from the fl at panel, wooden box and metal alloy enclosures that 
are ubiquitous to loudspeaker today. The precision CNC machined aluminium components 
and high gloss A.C.T. 3ZERO Monocoque, gives Eminence a luxurious automotive fi t, fi nish 
and aesthetic. Eminence is a statement in State-of-the-Art contemporary loudspeaker design 
and engineering. No other component bears testament to this than the Eminence foot. The 
largest sub-component of this complex structure requires a quarter of a million lines of CNC 
code and 16-hours of machining, reducing a 100kg solid billet of aluminium by more than half, 
to create a single 38kg Eminence loudspeaker foot. This formidable component governs over 
the energy above by way of the 14mm tie bolts that generate a metric ton of compressive 
pressure. This is the foundation, ground zero and arbiter of performance.
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EMINENCE
DRIVE TECHNOLOGY

1x 25mm (1”) WB Fibonacci Hybrid Tweeter
2x 170mm (7”) WB Tactic 3.0 Bass High

1x 170 (7”) WB Tactic 3.0 Midrange
2x 170 (7”) WB Tactic 3.0 Bass Low

4x 170 (7”) WB Isobaric Drive System Bass Low

ENCLOSURE TECHNOLOGY 
// Poly-Alloy Hybrid Construction

// High Bass: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Sealed Enclosure)
// Midrange: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Sealed Enclosure)
// Low Bass: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Sealed Enclosure)

//  Isobaric Drive System: High Performance Carbon Composite A.C.T. 3ZERO Monocoque (Ported Enclosure)

MEASUREMENTS 
Sensitivity: 89dB

Impedance: 4.5 Ohms Nominal
Frequency Response: 24Hz – 30KHz +/- 2dB
Recommended Power: Minimum 100 Watts

DIMENSIONS
// Height: 199cm (78“)

// Width: 28cm (11”)
// Depth: 68cm (27”)

// Weight per Channel: 145kg (320 lbs)

FINISHES
Graphite Ba�  e, Foot, Side Panels 
High Gloss Carbon Fibre Enclosure

Bespoke Side Panels
// Standard: Graphite

// Satin Wood: Natural Cherry, Oak
// Gloss Wood: Birds Eye Maple, Red Birds Eye, Burr Walnut, Ebonised Walnut, Walnut, Red Tulip, Zebrano

// High Gloss Alloy: White

Bespoke P1 Coloured Carbon Fibre Enclosure
// Standard: High Gloss Black Carbon

// Enzo Red, Ettore Blue, Champagne Gold, Silverstone Silver


